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ДЕКЛАРАЦИИ О СООТВЕСТВИИ 
 
 

 
This is to certify that the following equipment conforms to the requirements of 
CE including EMC to the heavy industrial standard Class A. 

 
 
 
Equipment Covered 
 
Product name Description Part number 
InteliTHERM HTG400 Handheld temperature gauge 00055MC004 
 
 
 
Declaration of Air Transportation of Li-ion Batteries 
 
Proton Products hereby declares that the Lithium-Ion battery used on the HTG400 has been tested 
and certified (test report No.STR17049180S) to comply with the requirements of the UN Manual of 
Tests and Criteria ST/SG/AC.10/11/Rev.6, 38.3, as required by the IATA Dangerous Goods 
Regulations (2017), Section 2.3.5.9. 
 
Note: This air transportation certificate is only valid when transported by cargo aircraft. Please follow 
regional regulations when transporting the gauge on a passenger aircraft as hand or checked 
baggage. 
 
The manufacturer of the above named equipment is: 
 
Proton Products International Limited 
10 Aylesbury End 
Beaconsfield 
Bucks 
HP9 1LW 
ENGLAND 
 
Proton Products is an ISO9001:2015 registered company. 
 
The declaration is signed by: 
 
 
Paul Sives  ……………………… 
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ВЕДЕНИЕ 
 
Измеритель температуры The Proton Products InteliTHERM HTG400 предназначен для 
измерения температур вручную проволоки при изготовлении кабельной продукции в 
непрерывном режиме. 

 
 
 
 

               
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 Описание 
1 V-groove wheel – обод с желобом типа V 
2 Protective collar – защитный воротничок 
3 LCD display = дисплей 
4 Start button = кнопка СТАРТ 
5 Units button = кнопка ед. измерения 
6 USB charging port 
7 Battery compartment screw – винт для доступа к отсеку батарейки 
8 Serial number label - шилдик 
9 Anti-roll flat edge (for stable placement when not use) – поверхность для положения прибора 

вне работы 
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СПЕЦИФИКАЦИЯ 
 
Диапазон измеряемых температур: до +400°C (752F) 

Погрешность: ±1°C + 0.5% for Cu; ±3°C + 0.5% для Al, Ni, Zn, Sn. 

Дисплей: Segment LCD с подсветкой LED back light 

Батарейка: Li-ion аккумулятор IMR18650 3.7V, 3100 mAh, 11.47 Wh (производитель: NITECORE; 
manufacturer: Sysmax Power Technology.LLC). 

Количество измерений при полном заряде батарейки: >1000 measurements 

Гнездо зарядки: USB-C 

Время зарядки: 8 hours 

Напряжение: 4.7V~5.2V 

Ток зарядки: ≥ 500mA 

Температура рабочая: +5 ~ +40°C 

Температура хранения: 0 ~ +70°C 

 

КАК ПОЛЬЗОВАТЬСЯ 
 
Клавиатура 
 

 
 
 
 
Нажать СТАРТ “Start” ( ►) для включения питания. Сразу на дисплее появятся версия модели 
и выбираемый материал измерений.  
 
Прибор после последнего измерения автоматически выключится через 5 минут.  
Нажать кнопку единиц измерения (°C/°F) “Units” для выбора С или F.  
 
Установить материал 
 
Удерживайте кнопку единиц “Units button” 3 секунды для перехода на страницу материалов. 
 

           
 
Материалы: Cu: Copper, Медь; Al: Aluminum, Алюминий; Ni: Nickel, Никель; Zn: Zinc, Цинк; Sn: 
Tin, Олово 
 
Нажимать кнопку СТАРТ “Start button”, передвигаясь по листу материалов, и нажать “Units 
button”, сохранив выбранный материал. 
 
 
 



InteliTHERM HTG400 Instruction Manual, issue 1b                                                           Page 6 of 9 

Формат представления измеренной температуры 
 

  
     
 
Процедура измерений 
 
Установите проводник в желоб V, так чтобы проволока касалась обеих сторон. Температура 
начнет повышаться и достигнет пика, который и будет измеренной температурой.  
Когда        нажата, измеренный пик будет запомнит и мигать; нажмите кнопку  
Еще раз и мигание остановится и прибор покажет снова температуру окружающей среды. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Важно: 
 
Контакт с проволокой не должен быть более 1 минуты, прибор не будет в таком 
случае измерять. 
 
Не прижимайте чересчур сильно прибор к проволоке. 
 
Не перекашивайте прибор во время измерений, ухудшится погрешность. 
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Оставить при не использовании 
 
 

 
 
 
 
 
 
 
Чистка 
 
Удалять грязь с поверхности с желобка типа V и фланцев. Не пользоваться жидкостями 
. 
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РАЗМЕРЫ 
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CONTACT DETAILS FOR ENQUIRIES, SALES AND SERVICE 
 
WEB SITE   www.protonproducts.com 
 
ENQUIRIES AND SALES 
 

USA office: European head office: 
Proton Products Inc.East Coast 
156 Wintersweet Way, 
Sharpsburg, 
Georgia, 
U.S.A. 
 
Tel: 770 853 1814 
Email: greggoss@protonproducts.com 
 
 

Proton Products Europe N.V., 
Nieuwbaan 81, 
B-1785, 
Merchtem-Peizegem, 
BELGIUM 
 
Tel: +32 (0) 52 466 311 
Fax: +32 (0) 52 466 313 
Email: europe@protonproducts.com 

  
Asia head office: Global head office: 

Proton Products Chengdu Ltd., 
Building G3 (TianFu Software Park Zone 
G), No.1800 Central YiZhou Avenue, 
Chengdu, 610041 
CHINA 
Tel. +86 (0) 28 8439 3112 
Fax: +86(0) 28 65717677 
Email: asia@protonproducts.com 
 

Proton Products International Ltd., 
10 Aylesbury End, 
Beaconsfield, 
Buckinghamshire, 
ENGLAND 
 
Email: contact@protonproducts.com 

 

 
SERVICE ENQUIRIES 

 
Please contact your local Proton Products agent for service enquiries (please see 
www.protonproducts.com for agent contact details) or email: 
 

America: americas.service@protonproducts.com 
 

Asia: asiapac.service@protonproducts.com 
 

Europe: europe.service@protonproducts.com 
 
MANUAL FEEDBACK AND COPYRIGHT 
 
Please email feedback on this manual to: manuals@protonproducts.com 
 

• This manual contains details of equipment and software manufactured and supplied by Proton Products. 
• Equipment, products and related features made or introduced before or after the issue of this manual 
may not be included in this manual. 
• Specifications and information contained within this publication are subject to change without notice. 
• Proton Products is not responsible for any errors or omissions contained within this manual. 
• Proton Products is not responsible for consequential or incidental damage related to the provision or use 
of the information contained in this manual. 
• The information contained in this manual is the property of Proton Products and may not be circulated or 
distributed to third parties. 
• This manual may be copied in accordance with the following conditions: 
Printed manual: no part of the manual may be reproduced or converted to electronic format (such as by 
scanning) without the prior express written permission of Proton Products. 
Manual in electronic format (e.g. CD-ROM): one electronic copy and one printout may be made for storage 
and use at the site of product use. 
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